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ALTO ELVIS Series Speakers

List Price RS Price
ELVIS 10 - 120W $189.00 $151.20
ELVIS 10A — 120W $329.00 $263.20

ELVIS 10
2-Way Vented Cabinet, 10" Woofer, 1" Compression DrRassive Crossover
Frequency response: 65Hz/20KHz / 6dB
Impedance: 8 (Nominal)
Power handling: 120W CONTINUOUS / 240W PEAK
Sensitivity(1W/1m): 96dB/116.5dB
Connectors: 2 x Speakon Input / Link
Dimensions (HxWxD): 580 x 345 x 305mm (22.8"x13.6"x12")

Weight: 14.2Kg (31.2 Ib)

ELVIS 10A

2-Way Active Speaker System, 10" Woofer, 1" CompressioveDri
Inputs: Mic/ Line (1/4" / XLR Combo connector)
Controls: Mic Gain, Main Volume, 3 - band EQ ( +/- 6dByound Switch
Amp power: 150W IHF
Frequency response: 65Hz - 20KHz +/- 6dB
Max SPL @ 1m.: 117.5dB
Dimensions (HxWxD): 580 x 345 x 305mm (22.8"x13.6"x12")

Weight: 18.2Kg (40.1 Ib)

% www.rexroatsound.com 309.764.1663
& ® 4531 West High Street Colona, IL 61241



j’% REXROAT Sou/1A,

ALTO ELVIS Series Speakers

List Price RS Price
ELVIS 12 — 200W $239.00 $191.20
ELVIS 12A — 200W $379.00 $303.20

ELVIS 12
2-Way Vented Cabinet, 12" Woofer, 1" Compression DriversikasCrossover
Frequency response: 60Hz/20KHz / 6dB
Impedance: 8 (Nominal)
Power handling: 180W CONTINUOUS / 360W PEAK
Sensitivity(1W/1m):97dB/119.5dB
Connectors: 2 x Speakon Input / Link
Dimensions (HxWxD): 635 x 405 x 340mm (25"x16"x13.4")

Weight: 18.3Kg (40.3 Ib)

ELVIS12A

2-Way Active Speaker System, 12" Woofer, 1" CompressioveDri
Inputs: Mic/ Line (1/4" / XLR Combo connector)
Controls: Mic Gain, Main Volume, 3 - band EQ ( +/- 6d8yound Switch
Amp power: 250W IHF
Frequency response: 60Hz - 20KHz +/- 6dB
Max SPL @ 1m.: 121dB
Dimensions (HxWxD): 635 x 405 x 340mm (25"x16"x13.4")

Weight: 23.1Kg (50.9 Ib)

% www.rexroatsound.com 309.764.1663
& ® 4531 West High Street Colona, IL 61241



ﬁ REXROAT S0/,

ALTO ELVIS Series Speakers

List Price RS Price
ELVIS 15 - 300W $289.00 $231.20
ELVIS 15A — 300W $479.00 $383.20

ELVIS 15
2-Way Vented Cabinet, 15" Woofer, 1" Compression DriversiRasCrossover
Frequency response: 50Hz - 20KHz / 6dB
Impedance: ELVIS 15: 8 (Nominal)
Power handling: 250W CONTINUOUS / 500W PEAK
Sensitivity (1W/1m): 98dB/122dB
Connectors: 2 x Speakon Input / Link
Dimensions (HxWxD): 700 x 455 x 370mm (27.6"x17.9"x14.6")

Weight: 22.8Kg (50.2 Ib)

ELVIS 15A

2-Way Active Speaker System, 15" Woofer, 1" CompressioveDri
Inputs: Mic / Line (1/4" /| XLR Combo connector)
Controls: Mic Gain, Main Volume, 3 - band EQ ( +/- 6dByound Switch
Amp power: 350W IHF
Frequency response: 55Hz - 20KHz +/- 6dB
Max SPL @ 1m.: 123dB
Dimensions (HxWxD): 700 x 455 x 370mm (27.6"x17.9"x14.6")

Weight: 28.5Kg (62.8 Ib)
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ALTO ELVIS Series Speakers

List Price RS Price
ELVIS 12M - 180W $229.00 $183.20
ELVIS 12MA — 200W $399.00 $319.20

ELVIS12M

2-Way Vented Cabinet, 12" Woofer, 1" Compression DriversiRasCrossover

Frequency response: 75Hz /20KHz +/- 6dB

Impedance: 8 (Nominal)

Power handling: 180W CONTINUOUS / 360W PEAK
Sensitivity: Max SPL (1W/1m): 97dB /119dB

Connectors: 2 x Speakon Input / Link

Dimensions (HxWxD): 680 x 450 x 370mm (24.2"x15.7"x13.6")

Weight: 17.7Kg (39 Ib)

ELVIS12MA

2-Way Stage Monitor, 12" Woofer, 1" Compression Drivery&0Amp

Inputs: Mic / Line (1/4" / XLR Combo connector)

Controls: Mic Gain, Main Volume, 3 - band EQ ( +/- 6dB)
Ground Switch

Amp power: 250W IHF

Frequency response: 75Hz - 20KHz +/- 6dB

Max SPL @ 1m.: 121dB

Dimensions (HxXWxD): 615 x 400 x 345mm (24.2"x15.7"x13.6")

Weight: 22.5Kg (49.6 Ib)
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ALTO ELVIS Series Speakers

List Price RS Price
ELVIS 15S - 300W $249.00 $199.20
ELVIS 15SA — 350W $469.00 $375.20

ELVIS 15S

Vented Cabinet, 15" Subwoofer, Passive Crossover
Frequency response: 45Hz - 160Hz +/- 6dB
Impedance: 4 (Nominal)
Power handling: 300W CONTINUOUS / 600W PEAK
Sensitivity: Max SPL: 98dB (1W/1m) - 122dB
Connectors: 2 x Speakon Input / Link
Dimensions (HXWxD): 565 x 455 x 525mm (22.2"x17.9"x20.7")

Weight: 29.7Kg (65.5 Ib)

ELVIS 15SA
15" Subwoofer, Power Amp, Electronic Crossover
Inputs: L / mono - R (XLR connectors)
Outputs: L - R (XLR connectors)
Controls: Main Volume, Stereo / Mono switch, GroundtS8w
Amp power: 350W IHF
Frequency response: 45Hz - 160Hz +/- 6dB
Max SPL @ 1m.: 123dB
Dimensions (HXWxD): 565 x 455 x 525mm (22.2"x17.9"x20.7")

Weight: 34.8Kg (76.7 Ib)
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